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Rampage III Extreme BIOS Setup Uersion 0878
Extreme Tweaker Main Advanced Pouwer Boot Tools Exit

QPI Link Data Rate [Autol Adaptive Page Closing

Memory Configuration Protect [Disabledl

Adaptive Timeout Counter [ 4]
Request Counter [ 321
Max Page Close Limit [2431
Min Page Close Limit [2681
Mistake Counter [256]
» DRAM Timing Control

CPU Differential Amplitude [Autol

CPU Clock Skeu [Autol Select Screen
I0H Clock Skeuw [Autol Select Item
————————————— Extreme Engine Digi+ —~—-——-———— Change Option
Digi+ PUR Mode [T-Balancedl General Help
PUM Uolt. Control [Autol Save and Exit
Load-Line Calibration [Autol Exit

CPU Voltage OCP [Enabled]

CPU PUM Frequency [Autol

v02.61 (C)Copyright 1985-2010, American Megatrends, Inc.
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Select C:\Windows\system32\cmd.exe

[Embarcadero C++ 7.20 for Win32 Copyright (c) 2012-20816 Embarcadero Technologies, Inc. ~
lAvailable options (* = default setting, xxx = has sub-options: use -h -X):

|[(Note: -X- or -w-XXX will usually undo whatever was set or unset by -X or -wXXX.

| If two options conflict, the last one specified will be used.)

|--sysroot (Note: -X- or -w-XXX will usually undo whatever was set or unset by -X or -wXXX.

[--sysinc Set the system include file search path
(if specified, sysroot will be prepended)
[--syslib Set the system library file search path
(if specified, sysroot will be prepended)
|--savemem Set maximum SAVEMEM memory (in Mb)
(This is the contiguous memory allocated to store global symbols and
similar constructs. Pre-compiled headers use this memory)
|--version Show compiler version

|--replacehdr Replace header name (e.g. --replaceHeader=a.h=b.h)
|--xrtti Generate extended rtti information

-3 Generate 80386 protected-mode compatible instructions

-4 Generate 80386/80486 protected-mode compatible instructions

-5 Generate Pentium instructions

-6 Generate Pentium Pro instructions

-Axxx Enable ANSI conformance

-B Compile to .ASM (-S), then assemble to .0BJ

-CxXXX Enable nested comments

-D -D<name> defines 'name' as a null string, or use -D<name>=<value>

-E Specify which assembler to use

-G Optimize for size/speed; use -01 and -02 instead

-Hxxx  Generate and use precompiled headers

-1 Set the include file search path

- IXxx Template generation options
-K Set default character type to unsigned v
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